
High-frequency vibrating screen 

Type: ZHM 

Applications 
The single-deck vibrating screen has various 
applications, for instance in food industry, 
chemical industry, feed industry, malteries 
etc. All kinds of bulkproducts like powders, 
pellets, extrudates can be separated into 2 
components with adjoining sizes; course and 
fine. 
 
Operation 
Materials enter the vibrating screen through 
the inlet on top of the screen-casing. 
The intensive vibrations of the screendeck 
transport the different components through 
or over the screen to one of the two outlets. 
The exchange of screendeck is very simple 
and fast. A wide range of screen perforations 
is available.  
 
By automatically relaxing the sieve deck 
during vibration, particles that are blocked in 
the sieve deck are launched.  In this way an 
automatic cleaning is created  
 
 
 

Benefits 
- Sieve exchange < 30 sec. 
- Automatic cleaning of sieve 
- Automatic sieve tentioning system 
- Automatic sieve cleaning system 
- Extreme low dynamic forces 
- Perfect access for cleaning 
- Rest-dust amount after sifting : < 0.05 
- Also suitable without pre-dosing element 
- Capacity up to 20 t/hr with single deck 
- Capacity up to 40 t/hr with double deck 
- Atex   
 
Suitable for  
- Extrudates 
- Pellets 
- Plastics 
- Wood pellets 



High-frequency vibrating screen 

Type: ZHM 

Type         Dimensions           

  A B C D E F G H J K 

ZHM12/10-1 1250 1640 1000 1090 215 60 1090 230 270 375 

ZHM12/10-2 2000 1640 1670 1090 215 60 1090 230 270 375 

ZHM12/15-1 1700 1640 1320 1090 215 60 1090 230 270 375 

Type Screen surface Weight Capacity in ton/h* 

  m² kg Pallets Screen 4mm Flakes Screen 3mm Powders Screen 6mm 

ZHM12/10-1 1,2 580 14 2 25 

ZHM12/10-2 2,4 720 26 5 50 

ZHM12/15-1 1,8 630 22 4,5 40 

            

* Capacity always depending on product specifications   

Dimensions are for indication only. Additional data will be sent on request.  


